
Construction
• Sealant ........Epoxy Resin• Component ......Raw material
• Safety valve .....EPDR• Positive ........Lead dioxide
• Terminal ........Lead• Negative ........Lead
• Separator ........Fiber glass• Container ........ABS
• Electrolyte .......Sulfuric acid• Cover ........ABS

Standard Terminal Dimensions
(Optional terminal please check terminal information page)

Features
• Sealed and maintenance free operation. • Non-Spillable construction design. • ABS containers and covers(UL94HB, UL94V-0) optional.

• Safety valve installation for explosion proof. • High quality and high reliability. • Exceptional deep discharge recovery performance.

• Low self discharge characteristic. • Flexibility design for multiple install positions.

Applications
• Alarm System

• Medical Equipment• Cable Television
• UPSCommunication Equipment
• Power Tool• Control Equipment
• Emergency Power System• Security System
• Stand-by Electric Power Control System• Emergency Lighting System

Maxma by Luminous VRLA batteries are especially designed for deep cycle applications with AGM technology. Our 
deep cycle range of battery offers 30% more cyclic life than the stand by series. 
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9.5mm(0.37inch)

MAX 12V-200Ah

20HR(10.A,1.75V)

200Ah
Length

522mm(20.55inch)

10HR(19.7A,1.75V)

197Ah

Width
243mm(9.57inch)

5HR(34A,1.75V)

170Ah
Height

220mm(8.66inch)

1HR(126A,1.75V)

126Ah
Total Height

245mm(9.65inch)

oFull charged at 25 C: 0.004 Ohm
o3% of capacity declined per month at (25 C)

102% 100% 85% 65%
Cycle use Float use

o13.6-13.8V(-20mV/ C)

o40 C o25C o  0 C o-15 C

61Kg (134.2 lbs)

Battery Model

oCapacity(25 C)

Dimensions

Approx. Weight

Internal Resistance
Self Discharge

Capacity Affected 
by Temp.(20HR)

oCharge Voltage(25 C)
o14.4-15V(-30mV/ C), max. Current: 50A

10 YearsDesigned Floating Life

522mm(20.55inch) 243mm(9.57inch)
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MAX12200 12V200Ah@20Hr
Maxma VRLA Battery

Rechargeable Sealed Lead-Acid Battery0
Cycle Use : 14.2-14.8V (27 C)

0
Standby Use : 13.6-13.8V (27 C)Max.- Initial Current : 30% of the rated capacityNON-SPILLABLE
BATTERY MUST BE RECYCLED

CAUTION
Do not incinerate.Do not short the battery terminals.Do not charge in a air tight container.Flush with water at once if contact is made with electrolyte (Acid).

MANUFACTURED IN INDIAINDUSTRIAL 
DEEP CYCLE BATTERY

SEALED MAINTENANCE FREE INDUSTRIAL DEEP CYCLE BATTERY

MAX12200 12V200AH@20Hr
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oDischarge Characteristic  (25 C)
oConstant Charge At 50A-13.80V  (25 C)

Storage time: months
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Self Discharge Characteristics

o40C o30C o20C

AMBIENT TEMPERATURE:
o20 TO 25 C
o68 TO 77 F 

oConstant current discharge ratings-amperes at 25 C 

oConstant power discharge ratings-watts at 25 C


